
Coatings
Our aim is to develop and provide products that provide a balance  
of aesthetic, protective and application properties. 

Scott Bader have produced binders that are used for factory 
and field applied paints and coatings in architectural, 
transport, industrial maintenance, industrial wood another 
general industrial applications for many years. 

Tomorrow is best served by focusing on and improving 
compliant technologies and maintaining optimum 
performance. 

The products listed in our Coating Guide are a selection 
of our standard range and as a speciality manufacturer we 
welcome the opportunity to discuss tailor made products to 
meet your specific needs.

the company
Scott Bader was established in 1921 and today we are a 
multinational chemical company employing 600 people worldwide.

Our key activities are the development, manufacture, distribution 
and sales of synthetic resins and polymers into applications such  
as marine, land transport, adhesives, building and decoration, 
graphic arts, surface coatings and textiles.

Our high quality products are sold under established brand  
names such as Crystic, Fireguard, Crestomer, Texicryl, Texipol, 
Crestakyd and Crestacryl.

From our five manufacturing sites, located in the UK, France, 
Croatia, the Middle East and South Africa, we are in the position  
to manufacture and distribute both Composite and Speciality 
Polymer products on a global basis.

www.scottbader.com

Austria
Univar Deutschland GmbH

Tel: +49 201 8959 143
Fax: +49 201 8959 100
www.univareurope.com 
Solvent based alkyds and acrylics. 
Water based emulsion polymers  
and thickeners 

Belarus
1000 Algol Chemicals

Tel: +375 17 2183387
Fax: +375 17 2183387
www.algol.fi 
Solvent based alkyds and acrylics 

Bosnia & Herzegovina
Orka Hemija d.o.o.

Tel: +387 33 584 410
Fax: +387 33 584 401
www.orka.si  
Solvent based alkyds and acrylics 

Bulgaria
HSH Chemie EOOD

Tel: +359 2 80 88 285
Fax: +359 2 80 88 260
www.hsh-chemie.com 
Solvent based alkyds and acrylics

Czech Republic
3P-CHEM s.r.o.

Tel: +420 311 638 028-9
Fax: +420 311 637 132
www.3p-chem.cz 
Solvent based alkyds and acrylics 

FYR of Macedonia
Orka-Hemija d.o.o.

Tel: +381 11 3950 743
Fax: +381 11 3950 741
www.orka.si  
Solvent based alkyds and acrylics 

Germany
Univar Deutschland GmbH

Tel: + 49 201 8959143
Fax: + 49 201 8959100
www.univareurope.com 
Solvent based alkyds and acrylics. 
Water based emulsion polymers  
and thickeners

Hungary
Kovács és Társa Kereskedelni Kft

Tel: +36 1358 1497
Fax: +36 1358 1498
www.kovacsestarsa.com 
Solvent based alkyds and acrylics

Israel
MYKO Engineering Ltd.

Tel: +972 9 7668333
Fax: +972 9 7668334
www.myko.co.il 
Solvent based alkyds and acrylics 
Water based emulsion polymers  
and thickeners 

Italy
Grolman Srl

Tel: +39 0399 280 325
Fax: +39 0399 280 297
www.grolman-group.com 
Solvent based alkyds and acrylics 
Water based emulsion polymers  
and thickeners

Poland
HSH Chemie Sp.z.o.o.

Tel: +48 22 512 03 00
Fax: +48 22 67311 88 / 99
www.hsh-chemie.com 
Solvent based alkyds and acrylics

Romania
HSH Chemie S.R.L.

Tel: +40 21 313 7778
Fax: +40 21 315 7864
www.hsh-chemie.com 
Solvent based alkyds and acrylics 

Russia
ALGOL-CHEMICALS, JSC

Tel: +7 495 795 09 26
Fax: +7 495 795 09 26
www.algol.fi 
Solvent based alkyds and acrylics

Serbia
Orka-Hemija d.o.o.

Tel: +381 11 3950 743
Fax: +381 11 3950 741
www.orka.si 
Solvent based alkyds and acrylics

Slovakia
3P-CHEM s.r.o.

Tel: +420 311 638 028-9
Fax: +420 311 637 132
www.3p-chem.cz 
Solvent based alkyds and acrylics

Slovenia
Orka d.o.o.

Tel: +386 1 6200 500
Fax: +386 1 6200 501
www.orka.si 
Solvent based alkyds and acrylics 

Sweden
Univar AB

Tel: +46 40 35 28 00
Fax: +46 40 12 51 72
www.univareurope.com 
Solvent based alkyds and acrylics

Switzerland
Univar AG

Tel: +41 443 8453 10
Fax: +41 444 2221 66
www.univareurope.com 
Solvent based alkyds and acrylics 
Water based emulsion polymers  
and thickeners

UK and Eire
Samuel Banner & Co Ltd

Tel: +44 (0)1928 597000
Fax: +44 (0)1928 597000
www.bannerchemicals.com 
Water based emulsion polymers  
and thickeners 

Ukraine
Algol Chemicals LLC

Tel: +380 44 5019805
Fax: +380 44 5019807
www.algol.fi 
Solvent based alkyds and acrylics

United Kingdom
Head Office

Scott Bader Company Limited

Tel: +44 1933 663100  
Fax: +44 1933 666529 
email: specpol@scottbader.com 

Croatia
SCOTT BADER d.o.o.

Tel: +385 1 240 6440  
Fax: +385 1 240 4573 
email: info@scottbader.hr 

Czech Republic
Scott Bader Eastern Europe

Tel: +420 48 5228 344  
Fax: 420 48 5228 345 
email: composites@scottbader.cz 

France
Scott Bader SA

Tel: +33 3 22 66 27 66  
Fax: +33 3 22 66 27 80 
email: specpol@scottbader.fr

P.R. China
Scott Bader Asia Pacific

Tel: +86 21 529 87778  
Fax: +86 21 529 88889 
email: info@scottbader.cn 

Republic of South Africa
Scott Bader (Pty) Ltd

Tel: +27 31 736 8500  
Fax: +27 31 736 8511 
email: specpol@scottbader.co.za 

Spain
Scott Bader Ibérica S.L.

Tel: +34 93 553 1162  
Fax: +34 93 805 1942 
email: composites@scottbader.es 

Sweden
Scott Bader Scandinavia AB

Tel: +46 346 10100  
Fax: +46 346 59226 
email: composites@scottbader.se

UAE
Scott Bader Middle East Ltd

Tel +971 48835025  
Fax: +971 48835319 
email: info@scottbader.co.ae

USA
Scott Bader Inc

Tel: +1 330 920 4410  
Fax: +1 330 920 4415 
email: info@scottbaderinc.com

Speciality Polymer European DistributorsScott Bader Group 
of Companies
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All information is given in good faith but without warranty. 
We cannot accept responsibility or liability for any damage, loss 
or patent infringement resulting from the use of this information.

Short Oil Alkyds   Key features/benefits

CRESTAKYD 30-5004 Chain stopped alkyd for rapid air drying industrial paints and low  
bake enamels.

60 Xylene Linoleic rich 26 4250 max. 7

CRESTAKYD 30-5005 Quick drying short oil alkyd used for primers and top coats for metal  
and wood.

55 Xylene Linoleic rich 40 1250 max. 15

CRESTAKYD 30-5016 Used for very quick drying industrial paints with good all round properties. 50 Xylene Mixed non-
yellowing

24 5500 max. 22

CRESTAKYD 30-5018 Used with amino resins in acid catalysed wood finishes. Fast cure rates,  
very good hardness and cold check resistance.

60 Xylene Linoleic rich 36 8000 max. 25

CRESTAKYD 30-5028 Short oil alkyd used for the production of nitrocellulose and acid cured  
wood finishes. Can also be used for 2K isocyanate finishes for wood  
and metal coatings. 

60 Xylene Castor 45 3000 max. 20

CRESTAKYD 30-5031 Short oil alkyd used in combination with nitrocellulose for sealers and top 
coats. It has excellent cold check properties and rapid solvent release.

50 Xylene Special FA 43 250 max. 10

CRESTAKYD 30-5034 Used for low colour industrial wood coatings. 50 Xylene Special FA 43 150 max. 10

CRESTAKYD 30-5038 Fast drying alkyd used in conjunction with polyisocyanates for two 
component furniture finishes. Resultant films have excellent solvent release.

60 Xylene Linoliec rich 43 3000 max. 15

CRESTAKYD 30-5041 Fast drying short oil alkyd supplied in xylene for use in air dry and force dry 
primers and topcoats.

60 Xylene Linoleic rich 27 2500 max. 10

CRESTAKYD 30-5042 Fast drying short oil alkyd supplied in xylene for use in air dry and force  
dry primers and topcoats. Also used for marine paints.

60 Xylene Linoleic rich 40 3750 max. 15

CRESTAKYD 30-5500 Short oil alkyd used for high solids, air drying industrial finishes. 75 Xylene Linoleic rich 38 7500 max. 15

CRESTAKYD 30-9055 Wood finishing alkyd used in nitrocellulose primers and top coats. 70 Butyl acetate Linoleic rich 38 4000 max.12

CRESTAKYD 30-9502 Short oil alkyd for high solids top coats with good colour and  
drying properties.

75 Xylene / Methoxy 
propanol

Linoleic rich 35 2250 max. 10

Modified Alkyds

CRESTAKYD 41-5008 Styrene modified alkyd used for hammer finishes and quick drying enamels. 
Also used in the marine industry for quick drying coatings. 

70 Xylene Mixed non-
yellowing

32 15000 max. 9

CRESTAKYD 41-5009 Styrene modified alkyd used for hammer finishes and quick drying enamels. 
Also used in the marine industry for quick drying coatings. 

60 Xylene Mixed non-
yellowing

32 1800 max. 9

CRESTAKYD 41-5013 Styrenated epoxy ester used where chemical and corrosion resistance is 
required. Typically, air dry-stoving applications for chemical plant, automobile 
primer and primer surfacers.

60 Xylene Mixed non-
yellowing

35 1500 max. 9

CRESTAKYD 41-6010 Styrene modified alkyd used for quick drying enamels. 70 Solvent 100 Mixed  
non-yellowing

34 16000 max. 9

CRESTAKYD 44-5014 Rosin & phenolic alkyd used for general purpose primers. Paints exhibit fast 
dry and excellent solvent release.

50 Xylene Linoleic / tung 31 1400 max. 32

CRESTAKYD 44-5027 Rosin and phenolic modified alkyd with exceptional drying and excellent 
water, petrol and oil resistance.

60 Xylene Linseed / tung 33 3000 max. 15

CRESTAKYD 44-5043 Rosin & phenolic alkyd used for general purpose primers. Paints exhibit fast 
dry and excellent solvent release.

60 Xylene Linoleic / wood 36 3250 max. 25

Water Thinnable Alkyds

CRESTAKYD 60-0506 Very low viscosity water thinnable alkyd used for penetrating primers for 
wood protection.

100 - Linseed 1350 max. 50

 

Long Oil Alkyds   Key features/benefits

CRESTAKYD 10-0501 100% solids alkyd that can be used as a sole binder or blended with  
other standard long oil alkyds for low VOC trim paints.

100 - Linoleic rich 73 1900 max. 13

CRESTAKYD 10-0504 100% solids alkyd for low VOC exterior paints and wood stains. 100 - Linoleic rich 84 3200 max. 12

CRESTAKYD 10-1019 Top quality gloss paints for both decorative and marine applications. 60 White spirit Linoleic rich 67 2000 max. 10

CRESTAKYD 10-1022 Standard top quality alkyd for use in decorative gloss paints. 70 White spirit Linoleic rich 67 8000 max. 10

CRESTAKYD 10-1025 Used for economical gloss paints and primers. 55 White spirit Linoleic rich 67 1000 max. 10

CRESTAKYD 10-2020 Standard long oil alkyd for use in decorative gloss paints. 60 High flash  
white spirit

Linoleic rich 67 3250 max. 10

CRESTAKYD 10-2023 Suitable for high solids wood stains and varnishes giving  
excellent durability.

70 High flash  
white spirit

Linoleic rich 70 700 max. 10

CRESTAKYD 10-2033 Fast drying alkyd with good flow characteristics. 60 High flash  
white spirit

Linoleic rich 60 4000 max. 10

CRESTAKYD 10-2505 Suitable for high solid decorative paints and lacquers  
with excellent durability.

80 High flash  
white spirit

Linoleic rich 67 3500 max. 10

CRESTAKYD 10-3000 Top quality gloss paints for both decorative and marine applications. 70 Aliphatic naphtha Linoleic rich 62 3000 max. 10

CRESTAKYD 10-3001 High viscosity long oil alkyd for use in decorative enamels,  
primers and undercoats.

70 Aliphatic naphtha Linoleic rich 63 25000 max. 10

CRESTAKYD 10-3002 High viscosity long oil alkyd for use in decorative enamels,  
primers and undercoats.

70 Aliphatic naphtha Linoleic rich 62 11500 max. 10

CRESTAKYD 10-3507 Top quality alkyd for use in decorative gloss paints and varnishes. 75 Aliphatic naphtha Linoleic rich 62 5250 max. 12

CRESTAKYD 10-3508 High solids alkyd designed for use in 2010 compliant decorative paints. 85 Aliphatic naphtha Linoleic rich 70 5000 max. 12

Medium Oil Alkyds

CRESTAKYD 20-5024 Used for air drying and low bake industrial finishes. 60 Xylene Linoleic rich 48 1650 max. 12

CRESTAKYD 20-5029 Chain stopped alkyd used for general industrial air drying finishes  
and machinery enamels.

60 Xylene Linoleic rich 49 1000 max. 10

CRESTAKYD 20-5036 Chain stopped alkyd used for general industrial air drying primers  
and enamels.

65 Xylene Linoleic rich 49 2750 max. 10

CRESTAKYD 20-6051 Used for primers and air drying industrial finishes. 60 Solvent 100 Linoleic rich 49 1000 max 10

CRESTAKYD 20-9003 Chain stopped alkyd exhibiting fast drying and good hardness development. 
Used for a variety of air dried and force dried high grade industrial finishes 
including machinery enamels, drum paints and car repair finishes.

55 Aliphatic naphtha / 
Xylene

Linoleic 48 6250 max. 10

CRESTAKYD 20-9021 Economical chain stopped alkyd used for fast drying machinery enamels. 55 White spirit / 
Xylene

Linoleic rich 49 12000 max. 10

CRESTAKYD 20-9503 Woodfinishing alkyd used for low VOC coatings. Used in conjunction with 
amino resins for acid catalysed finishes with fast cure, good pot life and wet 
heat properties.

85 Ethanol /  
Methoxy-propanol

Linoleic 49 5500 max. 30

CRESTAKYD 20-9509 Woodfinishing alkyd used for lower VOC coatings. 75 Butyl acetate Linoleic 50 2000 max 30
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Solvent  
Based Acrylics     Key features/benefits

CRESTACRYL 71-1030 Acrylic resin with excellent adhesion, vapour permeability and flexibilty.  
Used for high grade façade, wall and concrete paints and sealers.

50 14 White spirit Thermoplastic 1600 max. 4

CRESTACRYL 71-6035 Thermoplastic acrylic with excellent solvent release, elasticity and  
adhesion onto various metallic substrates. Also used for primers for  
metal and wood finishing.

50 40 Solvent 100 Thermoplastic 12000 max. 4

CRESTACRYL 71-8026 Used for high grade road marking paints with excellent solvent release. 60 31 Toluene Thermoplastic 14500 max. 4

CRESTACRYL 71-9044 Used for high grade road marking paints with excellent solvent release. 66 23 Butyl acetate Thermoplastic 4000 max. 4

CRESTACRYL 71-9052 For use in road marking and industrial applications. 55 23 Butyl acetate Thermoplastic 1000 max. 4

Water Based  
Emulsion  
Polymers             Key features/benefits

TEXICRYL 13-067 Resin for use in architectural coatings, emulsion paints and textured finishes. 50 29 18 Styrene / Acrylic 7000 8.5

TEXICRYL 13-070 For use in both economic interior and exterior paints and coatings. 50 34 24 Styrene / Acrylic 50 8.5

TEXICRYL 13-076 Acrylic resin wih excellent water resistance, for use in textured coatings,  
artists colours and exterior coating applications.

55 16 6 Acrylic 120 9

TEXICRYL 13-077 For use in high performance exterior coatings. 50 22 15 Styrene / Acrylic 450 8.5

TEXICRYL 13-308 Alkali soluble thickener for use in highly filled paints and water-based 
coatings. Imparts pseudoplastic rheology to the formulation.

30 57 0 Acrylic 25 3

TEXICRYL 13-601 Pure Acrylic emulsion for the formulation of solvent free interior and  
exterior paints. Excellent non blocking and low dirt pick up characteristics.

50 8 0 Acrylic 100 7.5
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